PFAFF 


Supplement to coverlock 


4852 


based on Service Manual 4872 


NOTE 


Following pages are a supplement which only apply to the model 4852. 


For any further adjustment of the model 4852 please refer 
to the service manual of the coverlock 4872. 


Specifications of the coverlock 4852 


Number of needles and threads: 


Needles: 


Seam width: 
Adjustable cut width: 
Cover stitch width: 
Stitch length: 
Lubrication: 
Differential feed: 
Presser foot height: 
Overedge stroke: 


Presser foot: 


Adjustable presser foot pressure: 


Edge-blade stroke: 
Glare-free sewing light max.: 


Master switch: 


Motor: 


Max. sewing speed: 
Foot control: 


Machine dimensions: 


Weight: 


2 needles, 5-, 4- or 3-thread 
1 needle, 2- or 3-thread 


System EL x 705, cat. No. 2002 
size Nm 80/12, 90/14 


1.4 mm - 9.0 mm 
2.5mm 

5mm 

0.5 mm - 4 mm adjustable 
Manual 

1:0.5 ~ 1:2 

4.5mm 

2.0 mm 
exchangeable 

6 positions 

5.0 mm 

15 W, bayonet socket 


for motor and sewing light 


220-240 V 

50-60 Hz 135 W 

1300 stitches per minute 
electronic foot control 


width: 355 mm, height: 290 mm 
depth: 300 mm 


approx. 8.6 kg 


Adjustment gauge of the coverlock 4852 


Order number: 29-924 993-82/032 


12 


©) 
= 


A = Needle bar height (12.0 mm) 

B = Presser foot height (4.7 mm) 

C = Clearance of upper overedge looper to left needle (6.0 mm) 

D = Clearance of lower overedge looper to left needle (2.8 mm) 

E = Height of lower overedge looper (65 mm) 

F = Clearance of two-thread chain stitch looper to needle "L2" (1.6 mm) 
G = Height of feed dog (1.3 mm) 

H = Clearance between the main and the differential feed dog (3.2 mm) 


| = Clearance of the looper thread guide for the upper overedge looper (47.3 mm) 


Adjustment of the thread tensions 


1. Adjustment of the tension release 


Requirement: 


If the presser foot lifter is in the position as shown in fig.1, release levers 1 must clear the thread 
tensioners by 0.5 mm to 1.0 mm. 


Check: 


@ Lower presser foot lifter. 
@ Carry out a visual check. 


Adjustment: 


@ Remove the front machine cover as described in the service manual. 

@ Lower presser foot lifter. 

@ Slightly loosen the screw 2. 

@ Adjust a clearance of 1.0 - 1.5 mm between handle bracket 3 and presser foot lifter 4. The release 
levers 1 must clear the thread tensioners by 0.5 - 1.0 mm. 

@ Tighten the screw 2. 

@ Slightly loosen screw 5, if one of the release levers is not properly set. 

@ Move the release levers until a clearance of 0.5 - 1.0 mm is set. 

@ Tighten screw 5. 


Test: 


@ As described under "Requirement". 


2. Adjustment of the thread tensions 


Note: 


This adjustment is only to be carried out if it is urgently required. 


Requirement: 

The machine's thread tensions can be adjusted individually by turning the thread tensioners. 

The correct thread tension can only be achieved by proper setting of the machine. 

If the thread tensioners are set to "1.0", the tensions must be 3 to 7 g when using cotton thread size 50 
(three-cord). 

If the thread tensioners are set to "4.0", the tensions must be 40 to 50 g when using cotton thread size 
50 (three-cord). 

Check 

@ Set the thread tensioners to "1.0" or "4.0". 

@ Check the thread tension values using cotton thread, size 50 (three-cord). 


Adjustment: 


@ Using a small screwdriver, slightly turn knurled nut 6 in direction "+" to increase the tension or in 
direction "-" to reduce the tension (fig. 2). 


Test: 


@ As described under "Requirement". 
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